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Lubricants 
Range
HYDRAULICS



HM 46

HM 68

Viscosity ISO

Viscosity ISO

BLUMOIL HYD. HLP46

BLUMOIL HYD. HLP68

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 240 °C 
Method: ISO 2592 

Ref: 550027128

Ref: 550027154

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 240 °C 
Method: ISO 2592 

Shell Hydraulic S1 M 46

Shell Hydraulic S1 M 68

209l.

209l.



Ref: 550045430

Ref: 550045418

HM 46

HM 68

Viscosity ISO

Viscosity ISO

BLUMOIL HYD. HLP46

BLUMOIL HYD. HLP68

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C 

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C 

Shell Tellus S2 MX 46

Shell Tellus S2 MX 68

20l.

20l.



HM 46

HM 46

Viscosity ISO

Viscosity ISO

BLUMOIL HYD. HLP46

BLUMOIL HYD. HLP46

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 240 °C 
Method: ISO 2592 

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 240 °C 
Method: ISO 2592 

Ref: 550045525

Ref: 550045524

Shell Tellus S2 VX 46

Shell Tellus S2 VX 46

20l.

209l.



HV 68

HV 68

Viscosity ISO

Viscosity ISO

BLUMOIL HYD. HLP68

BLUMOIL HYD. HLP68

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 220 °C 

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 220 °C 

Ref: 550045522

Ref: 550045527

Shell Tellus S2 VX 68

Shell Tellus S2 VX 68

20l.

209l.





Lubricants 
Range
ENGINE



API: CH-4, CG-4, CF-4, CF; ACEA: E5, E3; Caterpillar: ECF-1-A; Cummins: CES 20077, 76, 75, 72, 
71; DDC: 93K215; Mack: EO-M, EO-M+; MAN: M3275; MB Approval: 228.3; MTU: Category 2; 
Renault Trucks: RD-2; Volvo: VDS-2 Allison C4

API: CH-4, CG-4, CF-4, CF; ACEA: E5, E3; Caterpillar: ECF-1-A; Cummins: CES 20077, 76, 75, 72, 
71; DDC: 93K215; Mack: EO-M, EO-M+; MAN: M3275; MB Approval: 228.3; MTU: Category 2; 
Renault Trucks: RD-2; Volvo: VDS-2 Allison C4

BLUMOIL 15W40

BLUMOIL 15W40

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C

Ref: 550041567

Ref: 550041568

Shell Rimula R3 Turbo 15W-40

Shell Rimula R3 Turbo 15W-40

20l.

209l.



API: CJ-4, CI-4+, CI-4, CH-4, CG-4, CF-4, CF; ACEA: E7, E9, Iveco T2 E7 (Meets); Caterpillar: 
ECF-2, ECF-3; Cummins: CES 20081, 77, 72, 71; DDC: 93K218; Deutz: DQC-III-05; MACK: EO-O 
Premium Plus; MAN: M3275; MB Approval: 228.3, 228.31; MTU: Catagory 2; Renault Trucks: 
RLD-3; Volvo: VDS-4, VDS-3

API: CJ-4, CI-4+, CI-4, CH-4, CG-4, CF-4, CF; ACEA: E7, E9, Iveco T2 E7 (Meets); Caterpillar: 
ECF-2, ECF-3; Cummins: CES 20081, 77, 72, 71; DDC: 93K218; Deutz: DQC-III-05; MACK: EO-O 
Premium Plus; MAN: M3275; MB Approval: 228.3, 228.31; MTU: Catagory 2; Renault Trucks: 
RLD-3; Volvo: VDS-4, VDS-3

BLUMOIL 10W40 SINTETIC

BLUMOIL 10W40 SINTETIC

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C 

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 230 °C 

Ref: 550047251

Ref: 550047252

Shell Rimula R4 L 15W-40 

Shell Rimula R4 L 15W-40 

20l.

209l.





Lubricants 
Range
TRANSMISIÓN



BLUMOIL TO4 SAE10

BLUMOIL TO4 SAE10 

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 200 °C 

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 200 °C 

Meets the requirements of SAE J 300. Suitable for use when the following specifications are 
required: Caterpillar - TO-4 tractor

Meets the requirements of SAE J 300. Suitable for use when the following specifications are 
required: Caterpillar - TO-4 tractor

Ref: 550027807

Ref: 550027805

Shell Spirax S4 CX 10W

Shell Spirax S4 CX 10W

20l.

209l.



BLUMOIL TO4 SAE30

BLUMOIL TO4 SAE30

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 205 °C 

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 205 °C 

Meets the requirements of SAE J 300. Suitable for use when the following specifications are 
required: Caterpillar - TO-4 tractor

Meets the requirements of SAE J 300. Suitable for use when the following specifications are 
required: Caterpillar - TO-4 tractor

Ref: 550027949

Ref: 550027806

Shell Spirax S4 CX 30

Shell Spirax S4 CX 30

20l.

209l.



BLUMOIL GL5 80W90

BLUMOIL GL5 85W140

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 175 °C 

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 215 °C 

Meets the requirements of API GL-5

Meets the requirements of API GL-5

Ref: 550027904

Ref: 550027934

Shell Spirax S2 A 80W-90

Shell Spirax S2 A 85W-140

20l.

20l.



BLUMOIL MTO LONG LIFE

BLUMOIL DEXRON III

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid
Colour: Clear
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 220 °C 

Appearance: Liquid
Colour: Rojo
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 180 °C 

Meets the requirements of API GL-4, MAT-3525 M2C-134 A-D. FNHA-2-D.201.00, JDM-J20C, 
M1143 M1145, WB 101 ZF TE-ML 03E, 05F, 06D, 06K, 17E. Spirax is also recommended for 
use in case equipment where fluids comply with MS 1204, 1206, 1207, 1209 or 1210 are 
specified. Spirax S4 TXM can be used when a SAE J 306 85W grade is recommended.

Meets the requirements of API GL-5

Ref: 550027810

Ref: 550027799

Shell Spirax S4 TXM

Shell Spirax S2 ATF AX

20l.

20l.



Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 210 °C 

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 210 °C 

Approved by ZF for ZF TE-ML 05C, 12C and 16E. Meets API GL-5 requirements; limited slip; 
MIL-PRF-2105E (MIL-L-2105D)

Approved by ZF for ZF TE-ML 05C, 12C and 16E. Meets API GL-5 requirements; limited slip; 
MIL-PRF-2105E (MIL-L-2105D)

BLUMOIL GL5 90 LS

BLUMOIL GL5 90 LS

Ref: 550027908

Ref: 550027905

Shell Spirax S2 ALS 90

Shell Spirax S2 ALS 90

20l.

209l.



BLUMOIL TO4 SAE50

Base oil of high miscibility with 
other products, low viscosity 
(<20.5 mm² / s at 40 ° C)

Appearance: Liquid at room 
temperature.
Colour: Amber.
Smells: Light hydrocarbon.
Boiling point: > 280 ºC
Flash point: 205 °C 

Meets the requirements of SAE J 300. Suitable for use when the following specifications are 
required: Caterpillar - TO-4 tractor

Ref: 550027808

Shell Spirax S4 CX 50

209l.



ISO 
Viscosity
Grade

Midpoint Kinematic 
Viscosity  
mm2 at 40°C (104°F) 

Kinematic 
Viscosity Limit 
mm2 at 40°C (104°F)
Minimum 

Kinematic 
Viscosity Limit 
mm2 at 40°C 
(104°F)
Maximum

ISO VG 2 2.2 1.98 2.42

ISO VG 3 3.2 2.88 3.52

ISO VG 5 4.6 4.14 5.06

ISO VG 7 6.8 6.12 7.46

ISO VG 10 10 9.00 11.0

ISO VG 15 15 13.5 16.5

ISO VG 22 22 19.8 24.2

ISO VG 32 32 29.8 35.2

ISO VG 46 46 41.4 50.6

ISO VG 68 68 61.2 74.8

ISO VG 100 100 90.0 110

ISO VG 150 150 135 165

ISO VG 220 220 198 242

ISO VG 320 320 288 352

ISO VG 460 460 414 506

ISO VG 680 680 612 748

ISO VG 1000 1000 900 1100

ISO VG 1500 1500 1350 1650

ISO VG 2200 2200 1980 2420

ISO VG 3200 3200 2880 3520
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